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A range of equipment isolators in robust polycarbonate

enclosures designed for surface mounting.  

There are seven different models, each with three switchable poles, neutral &

earth, ranging from 10A to 80A rating.  The 40A models and above are in

larger enclosures.  Threaded cable entry knock-outs are situated on both top

and bottom.  The lower ratings have 2 x M25 while the larger enclosures

have 2 x M32 & 1 x M16 at each end.

The switches are AC23A rated (IEC 60947-3), suitable for switching 

highly inductive loads and pad-lockable in the “off” position.

Accessories include additional poles and auxilliary contacts.

Dimensions  (mm) Current Power Cable Entries Reference

W101 x H140 x D96 10A 5.5 kW 4 x M25 DIS310

W101 x H140 x D96 16A 7.5 kW 4 x M25 DIS316

W101 x H140 x D96 25A 11 kW 4 x M25 DIS325

W101 x H140 x D96 32A 15 kW 4 x M25 DIS332

W142 x H185 x D125 40A 18.5 kW 4 x M32, 2 x M16 DIS340

W142 x H185 x D125 63A 22 kW 4 x M32, 2 x M16 DIS363

W142 x H185 x D125 80A 37 kW 4 x M32, 2 x M16 DIS380

Rotary Isolators - IP65 enclosure (IEC 60529)

Accessories

Item Suitable for Reference

Additional Pole DIS310/316/325/332/340 DIS4P1

Additional Pole DIS363/380 DIS4P2

Auxilliary Contact DIS310/316/325/332/340 DISAUX1

Auxilliary Contact DIS363/380 DISAUX2


