ELRC-1

Earth Leakage Relays

“COMPACT” Version with built-in Toroidal Transformer

GENERAL

The ELRC-1 have the particularity that they are
manufactured with the buit-in Toroidal Transformers.
They are specially conceived for those applications, in
which thespace saving is an advantage (for example,in
MOTOR CONTROL CENTERS, BATTERIES OF
DISTRIBUTION, etc.).

Although its reduced dimensions , the relay has as
wide setting ranges as the other ELR’s series.

Such a feature allows to easily choose the tripping
current value, in the way that the voltage values are
maintained below 50V, in compliance with the CEI
Standards.

It allows also to perform a tripping selectivity, whenever
there are more ELR’s or RCD’s in the same line.

Other important feature is its insensitivity to external
disturbances and pulse currents with dc components
(presents in the line), due to the filters built on the input
circuits, as pe rthe VDE Standards.

The auxiliary Voltage presence signal (Green LED)
and the relay tripped signal (Red LED) can be brought
to the front of the board, with the auxiliary device AD,
which is also fitted with the reset push button.

ELRC-1/35 / ELRC-1/60 / ELRC-1/80 / ELRC-
1/110 =110 Vac/dc -230-400 Vac

ELRC-1/35 / ELRC-1/60 / ELRC-1/80 / ELRC-
1/110 = 24 -48 Vac/dc

Options:

F =built-in filterfor third harmonic

2 =Double output contact NO-C-NC (in such a case
therelay isrenamed as ELRC-2/...

T =tropicalisation

Accessories:

AD: auxiliary device for remote control.

Flush Mounting DIN 48x48 mm
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DESCRIPTION

Delay adjustment potentiometer;
Tripping current adjustment potentiometer;
Sliding contact switch for selection of constants:
- automatic resetting with switch (a) in pos.1;
- selection of constant for delay rating:
K = 1 for switch (b) in pos. 0;
K =10 for switch (b) in pos. 1;
- selection of constant for current rating:
K = 0.1 for switch (c) and (d) in pos. 0O;
K = 1 for switch (c) in pos. 1 and switch (d) in pos. 0;
K = 10 for switches (c) and (d) in pos. 1;
Test push-button;
Manual reset push-button;
Signalling lamp of existing auxiliary voltage supply (green LED);
Signalling lamp of tripped relay (red led);
Terminals for auxiliary supply;
Relay output terminals;

IMPORTANT: In the version with excited relay (fail safe),

the coil (Ba) must be connected at the terminal 4-5.






